


Height you need
to reach

Aluminum Ladders and Sawhorses for Construction and Industrial Use

• For sturdiness and rigidity all side rails, braces, steps and rungs are made from aluminum alloy 6105-T6 
extrusions.

• Bon L Ladders have Slip Resistant Traction Tred™, rungs and steps.
• Feature heavy duty channel type siderails, solid aluminum rivets for rock free joints, heavy duty spreader bars

and P.V.C. clad slip resistant safety feet.
• Differing climbing requirements demand a wide range of products. Bon L Canada has a comprehensive line of 

aluminum ladders for the three recognized load ratings.

How To Select The Correct Ladder For Your Requirements
• Be sure to choose the right length ladder. First

measure the distance from the ground to eaves and
then check this chart for the correct size.

This chart allows for the proper overlap and a 3 ft.
extension of the ladder above the eaves as required
by the minimum safety codes.

Buy this
length

Ext. Ladder

Max.
Working
Length

to 9' (2.7 m) 16' (4.8 m) 12' (3.9 m)

From 9' (2.7 m) to 13' (3.9 m) 20' (6.0 m) 16' (5.1 m)

From 13' (3.9 m) to 17' (5.1 m) 24' (7.3 m) 20' (6.4 m)

From 17' (5.1 m) to 21' (6.4 m) 28' (8.5 m) 24' (7.6 m)

From 21' (6.4 m) to 25' (7.6 m) 32' (9.7 m) 28' (8.5 m)

From 25' (7.6 m) to 28' (8.5 m) 36' (10.9 m) 32' (9.7 m)

From 28' (8.5 m) to 31' (9.4 m) 40' (12.2 m) 35' (10.9 m)

DISTRIBUTED BY:

FIVE YEAR GUARANTEE
The manufacturer, guarantees any ladder, under

normal use and service, to be free from defects in
material and workmanship, for five years from date of
purchase.This guarantee does not apply to any ladder
which is subjected to an accident, or has been altered
or misused, or is used as a rental.

Under this guarantee, the manufacturer will repair
or replace any part which the manufacturer determines
has failed during the period of the guarantee due to
defects in material or workmanship. After written
approval by the manufacturer, the ladder or defective
part must be returned prepaid to the manufacturer.

Rung Joints
Heat treated rung.

Locking ferrule
(tempered during forming).

Heat treated rail
with notched hole.

formed
ferrule.

Aluminum ferrule is pressure formed permanently locking itself to the
notched hole in the siderail. Simultaneously, the ferrule chokes the rung forc-
ing ferrule metal into the rung grooves, mechanically locking the rung to the
siderail. Rungs cannot turn or work loose.

EXCLUSIVE TO BON L ALUMINUM LADDERS

PATENTED ALFLO RUNG JOINT
MAKES LADDERS TWIST-PROOF

Quality Aluminum Products by Bon L Canada

• Read the product label before making selection.
• Look for the ladder rating. Buy the ladder designed

for your intended use.

Load Load
Grade Projected Use Rating Capacity

1 Construction and Heavy 250 lbs (113 kg)
Industrial

2 Tradesman and Medium 225 lbs (102 kg)
Farm

3 Household Light 200 lbs (90 kg)

• Buy a stepladder three feet shorter than the highest
point you have to reach. This places the paint/tool
tray at convenient working height.

NOTE: Codes forbid standing on the top or first
step below the top of a stepladder. Otherwise
you could lose your balance.
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